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• Samples available on request
• *Assumes normal inland weather conditions

Hardwearing graphic panels exclusive to Landmark. This range of materials will suit every budget and application and allows for the most 
demanding environment. Whether it’s high UV, saltwater or suburban there will be a panel perfect for your sign.

Material Ideal for... Recycleable Graphics 
quality

Typical 
outdoor 

fade 
resistance*

Post 
mounted

Wall 
mounted

MatteROK
3mm or 5mm PVC foam board

Point of 
sale signs, 

temporary signs
Easily Very good 2-3 years No Yes

BaseROK
3mm aluminium composite board

General 
purpose signage Yes Superb 5-7 years Yes Yes

FlatROK
3mm aluminium plate

General 
purpose signage Easily Superb 5-7 years Yes Yes

HardROK
Polyester coated 3mm aluminium plate

High quality 
signage with 10 
year warranty

Yes Superb 10 years Yes Yes

ShokROK (ArmaROK)
5mm anti-glare polycarbonate

Noticecase 
glazing, high 
specification 

interpretation 
graphics panels

Easily Excellent 10 years No Yes

DeepROK
Chemically etched and filled steel plate

Contemporary 
signage  

& extreme 
conditions

Easily
Very good, 

but line  
work only

15 years Sometimes Yes

CastROK
Cast polyurethane resin

Alternative to 
cast iron signs. 

Traditional 
or heritage 
locations

No Some 
limitations 10 years Yes Yes

ToughROK
High quality 

signage with 10 
year anti-fade 

warranty

Yes

Very good, 
avoid very 

small text and 
low colour 

contrast

10 years Yes Yes

Due to our policy of continual improvement specifications may be revised please check that you have the latest version.  This illustration gives only general guidance relating to post height above and  
below ground, and does not take into account ground conditions, wind loading etc.  Professional advice should be sought and Landmark cannot be held responsible for any liability arising from this advice.


